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OMAc GEOTECHNICAL

SD 90 SD 90 COMBI

— - 23 HP on crawler - 25 HP DIESEL on crawler - 36 HP DIESEL on crawler
(©) - Dim. Transport : - Dim. Transport : - Dim. Transport :
E L250mxWO0.70mxH1.40 m L250mxW1.00mxH1.40m L3.66 mxW1.30 mxH2.08m
T - Weight : 550 kg - Weight : 1 800 kg - Weight : 2 450 kg
O
(7]
w
o
- Geotechnical exploration in little - Geotechnical exploration from little to - Geotechnical exploration from little to
% depth medium depth medium depth
= - Environmental boring drilling - Environmental boring drilling - Versatile rig with dynamic penetrome-
§ - Small overall dimension - For limited acces and area ter embedded
|=_' - Easy logistic with a truck - Easy logistic
=)
*
8 - Auger : 15 min @ 100 mm - Auger: 15 min @ 150 mm - Auger: 15 min @ 180 mm
E 25 min @ 63 mm 30 min @ 63 mm 30 min @ 63 mm
(7} - Rotary : air or water - Rotary : air or water - Rotary : air or water
&' 30 min @ 63 mm 40 min @ 63 mm 40 min @ 63 mm
g - Coring: 20 min @ 76 mm - Coring : 30 m @ 76 mm - Coring : 30 min @ 76 mm
5 -DTH: 20min@2.5” -DTH: 40min@ 3” - Roto-percussive : 40 m in @ 63 mm
w
=
- Mounted on trailer - Mounted on trailer - Rotation head with variable power
- Rotation head with variable power - Rotation head with variable power - Hydraulic extractor for the pene-
- Swivel integrated - Integrated swivel trometer

- Gasoline engine

(72)
4
o
=
o
o

* Rig options and ground geology to consider

2 T. 433 (0)2 32 07 02 50 - Website : www.somac-forage.com - E-mail : contact@somac-forage.com



OMAc GEOTECHNICAL

r >

SD 200 RPVL SD 250-70

- - 48 HP DIESEL on crawler - 70 HP DIESEL on crawler - 150 HP DIESEL on crawler
o - Dim. Transport : - Dim. Transport : - Dim. Transport :
E L420mxW1.30mxH220m L250mxW 1.583 mx H2.60 m L530mxW1.80mxH2.65m
E - Weight : 2 450 kg - Weight : 3 850 kg - Weight : 6 050 kg
(7]
w
(=]
- Geotechnical exploration at medium - Geotechnical exploration at medium - Geotechnical exploration from me-
(Z) depth depth dium to high depth
= - Environmental boring drilling - Complete geotechnical rig - Environmental boring drilling
§ - Logistic compatible with a 3500 kg - High performances drill rig
I-:I payload trailer with this rig weight
=)

-DTH: 60min@2.5”

*

8 - Auger : 30 m in @ 100 mm - Auger: 40 min @ 100 mm - Auger : 40 min @ 200 mm
o - Coring : 60 min @ 116 mm 80min @63 mm - Rotary : air or water

C_IO - Roto-percussive : 60 m in @ 63 mm - Rotary : air or yvater 150 m in @ 127 mm
< 30min @63 mm - Coring : 150 m in @ 116 mm
(E) - Coring : 90 min @ 116 mm _DTH: 100min@5”

X

O

w

=

- Casing extracting device with two - Steel crawler - Available mounted on truck
hydraulic cylinders - Casing extracting device _ Steel crawler
- 500 kg winch + mast extension with two hydraulic cylinders

- Choice of rod clamp from @ 220 mm
- Outlet for hydraulic mixer - Choice of different weight load to @ 580 mm

of handling and WL winch
- Choice of different rod clamps and
flushing pump

OPTIONS

* Rig options and ground geology to consider
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OMAc MICRO-FOUNDATIONS &%)

2 L2
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s s
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8 8
2 2
&
SD 100 E SD 210 HYB SD 210-50
— - 20 KW electric powered on crawler - 30 KW electric powered + 10 HP en- - 48 HP DIESEL on crawler
(©] - Dim. Transport : gine for displacement on crawler - Dim. Transport :
E L250mxWO0.70mxH 1.30 m - Dim. Transport : L2.70mxWO0.70m x H 2.03m
o - Weight : 650 kg L280mxWO0.7021.00mxH 1.90 m - Weight : 2 800 kg
- - Weight : 2 600 kg
w
o
- Geotechnical exploration in little - Compact rig for micropiling in dificult - Compact rig for micro-piling in
% depth acces dificult acces
= - Environmental boring drilling - Micro-piling drilling in tight area - Micro-piling drilling in tight area
§ - Micropiling drilling in dificult acces - Mast tilting up to 30° - Mast tilting up to 30°
= area
[
=)
*
8 - Auger : 15 min @ 150 mm - Auger : 15 m in @ 200 mm - Auger : 20 m in @ 300 mm
E -DTH:20min @ 6” - Rotary : 30 min @ 170 mm -DTH:30min @ 6”
(7] . »
i -DTH:Upto 6
<
14
=
I
(&)
w
=
- Available with gasoline or DIESEL - Short one : - Short one :
engine 1.95 m total for 0.75 m elements 1.95 m total for 0.75 m elements
2 - Available in HYBRID - Long one : - Long one :
(©) - Adjustable crawler width 2.25 m total for 1 m elements 2.25 m total for 1 m elements
'g - Remote drilling operation available - Adjustable crawler width - Adjustable crawler width

- Remote drilling operation available

* Rig options and ground geology to consider

- Remote drilling operation available

4 T. +33 (0)2 32 07 02 50 - Website : www.somac-forage.com - E-mail

: contact@somac-forage.com



Somiac

DESCRIPTION

UTILIZATION

*
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o
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w
=

OPTIONS

SD 310 W

- 87 Turbo HP DIESEL on crawler

- Dim. Transport :
L535mxW1.75mxH250m

- Weight : 3 700 kg

- Drilling rig for geothermal aplication
up to 100 m and water well

- DTH : 100 m depth for all drilling me-
thods and odex casing

- Rotary : air or water,

No contractual photo

@ 165 mm from 80 m to 120 m

- Mounted on truck 4x4
- Steel crawler

SD 410 W

- 150 HP DIESEL on crawler

- Dim. Transport :
L7.20mxW220mxH3.13m

- Weight : 9 200 kg

- Drilling rig for geothermal aplication
up to 150 m and water well

- 150 m depth for all drilling methods
and odex casing

- Mounted on 6x6 truck available
- Steel crawler available

- Double rotary head available for geo-
thermal purpose

* Rig options and ground geology to consider

SD 1500 W

- From 200 HP to 400 HP DIESEL on
crawler

- Weight: 25T

- Water well drilling rig for high depth
and large diameter

- From 200 m to 500 m depth
depending on geology and drillin
diameter

- 1500 m/kg torque
- 18 T pulling drilling force

- Mounted on truck 6x6, 8x6 available
- Steel crawler

No contractual photo
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OMAc SPECIAL APPLICATIONS

‘v %
No contractual photo

SD 100 CR SD 140 CR SD 210-50 XP
— - 23 HP gasoline on trailer 1 axle - 31 Hp gasoline on trailer 2 axle - 56 HP on crawler
(©) - Dim. Transport : - Dim. Transport : - Dim. Transport :
E L1.80mxW1.50mxH1.20m L1.80mxW1.50mxH1.20 m L270mxW0.70mx H2.03m
E - Weight : 1 300 kg - Weight : 2 000 kg - Weight : 2 800 kg
(7]
w
o
- Road boring up to 3 m - Road boring up to 6 m - Compact and versatile micropiling rig
- Road coring sampling - Road coring sampling for difficult acces area

- Micropiling in medium depth
- Hydraulic mast rotation up to 360°

UTILIZATION

- Coring : 3 min @ 300 mm - Coring : 6 m in @ 300 mm - Auger : 20 m in @ 300 mm
-DTH:30min @ 6”

*

N
O
w
o
(7))
-
<
=)
=z
I
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w
-

- Water tank 150 | capacity - Hydraulic lateral displacement of the - Short one :
- Rotation head with variable power coring modular 1.95 m total for 0.75 m elements
- Long one :

2.25 m total for 1 m elements
- Adjustable crawler width

OPTIONS

- Remote drilling operation available

* Rig options and ground geology to consider
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SPECIAL APPLICATIONS

No contractual photo

Mast on hydraulic shovel Mast on tractor Avtonomous winch

- For 5T to 30 T shovel - Mounted from PTO - 11 KW electric power + 11 hp gaso-
- Weight : 1 800 kg - 100 hp tractor line engine for displacement, set up
- Weight : 2 500 kg - Winch of 1 T and 500 Kg

- Dim transport :
L1.75mxW1.10mx H2.50 m

- Weight : 1 300 Kg

DESCRIPTION

- Anchoring / nailing methods - Geotechnical exploration at medium - Hydraulic powered cleaning brushes

- Foundations depth for water well

- Difficult acces area - Versatile geotechnical rig

UTILIZATION

- Pulling : 3800 kg - Auger: 40 min @ 100 mm - Torque : 100 m/kg at 45 rpm
- Rotation torque : 600 m/kg 80 min @ 63 mm - Depth : 150 meters
- Rotation speed : 600 Rpm - Rotary : air or water

30 min @ 63 mm
- Coring : 90 min @ 116 mm
-DTH: 60min@2.5”

*
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- Hydraulic mast rotation up to 360° - Rod rack in front of the tractor - Up and down sliding device
- Up and down sliding device - Hydraulic mast rotation up to 45° - Rod clamp

% - Double rod clamp - Up and down sliding device - Adjustable width crawler

g - Choice of rod clamp - Steel crawler

% from 220 mm to 380 mm

* Rig options and ground geology to consider
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~ | PARIQUIP

'OUR SUBSIDIARY COMPANY FOR RIG RENTALS AND DRILLING EQUIPMENTS

ZA du Bois de la Motte - 28260 GUAINVILLE
T. +33 (0)2 32 07 02 22 - Fax : +33 (0)2 32 07 02 12 - Website : www.pariquip.fr - E-mail : contact@pariquip.fr

All the rigs conforms with the european safety standards EN 16228-1
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