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SD 40 SD 80 SD 80 PACK SD 90 SD 95 4x4
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N - Hand held motorized 
auger with 4 HP 
engine

- Dim. transport : 
L 1.90 m x W 1.10 m 
x H 0.80 m

- Weight : 140 kg

- 23 HP on crawler

- Dim. Transport : 
L 2.50 m x W 0.70 m
x H 1.60 m

- Weight : 550 kg

- 23 HP Power pack

- 7 bar/10 m3 com-
pressor

- Manufactured in 
parts for 2 men 
transportable ca-
pability

- 25 HP DIESEL on 
crawler

- Dim. Transport : 
L 3.0 m x W 1.20 m x 
H 1.70 m

- Weight : 2 100 kg

- 31 HP engine

- Dim. Transport : 
L 2.50 m x W 0.70 m 
x H 2.00 m

- Weight : 550 kg
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- Geotechnical explo-
ration in very little 
depth

- Environmental boring 
drilling

- Small overall dimen-
sion

- Easy logistics with a 
trailer

- Geotechnical explo-
ration in little depth

- Environmental boring 
drilling

- Small overall dimen-
sion

- Easy logistic with a 
truck

- Geotechnical explo-
ration in little depth

- Environmental boring 
drilling

- Small overall dimen-
sion

- Easy logistic with a 
truck

- Geotechnical explo-
ration in little depth

- Environmental boring 
drilling

- Geotechnical explo-
ration in little depth

- Environmental boring 
drilling

- Mining exploration
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- Auger : 
5 m in Ø 63 mm

- Auger : 
15 m in Ø 100 mm 
25 m in Ø 63 mm

- Rotary : air or water 
30 m in Ø 63 mm

- Coring : 20 m in 
Ø 76 mm

- DTH : 20 m in Ø 2.5’’

- Auger : 
15 m in Ø 100 mm 
25 m in Ø 63 mm

- Rotary : air or water 
 30 m in Ø 63 mm

- Coring : 20 m in Ø 76 
mm

- DTH : 20 m in Ø 2.5’’

- Auger : 
18 m in Ø 150 mm 
40 m in Ø 63 mm

- Coring : 15 m in 
Ø 116 mm

- DTH : 20 m in Ø 5’’

- Auger : 
15 m in Ø 100 mm 
25 m in Ø 63 mm

- Rotary : air or water 
30 m in Ø 63 mm

- Coring : 20 m in 
Ø 76 mm

- DTH : 20 m in Ø 2.5’’
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- Mounted on an axle 
for easy transpor-
tation

- Dismountable for 
mountain acces

- Mounting on trailer
- Rotation head with 

variable power

- Rig heli air-liftable
- Each element weighs 

60 kg max

- Rotation head with 
variable power

- Integrated swivel

- Mounted on a HZJ 79 
4x4 Toyota

- Rotation head with 
variable power

- Integrated swivel

* Rig options and ground geology to consider
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- 48 HP on crawler

- Dim. Transport : 
L 3.50 m x W 1.50 m x 
H 1.60 m

- Weight : 2 100 Kg

- Geotechnical exploration in 
little depth

- Environmental boring 
drilling

- Mining exploration drilling

- Auger : 
10 m in Ø 150 mm 
25 m in Ø 63 mm

- Rotary : air or water 
50 m in Ø 63 mm

- Coring : 50 m in Ø 76 mm

- DTH : 30 m in Ø 4’’

- Rotation head with variable 
power

- 1 T winch

- Wire line winch

- Single/double rod clamp 
Ø 220 mm

- Flushing pump 10, 20, 30 bar

- 70 HP on crawler

- Dim. Transport : 
L 3.80 m x W 1.53 m x 
H 2.35 m

- Weight : 3 700 kg

- Versatile geotechnical rig

- Environmental boring 
drilling

- Auger : 
40 m in Ø 100 mm

- Roto percussion : 
60 m Ø 63 mm

- Coring : 90 m in Ø 116 mm

- 87 hp TD engine

- Steel crawler available

- Single/double rod clamp from 
Ø 220 mm to Ø 300 mm

- 150 HP on 6x6 truck

- Dim. Transport : 
L 8.0 m x W 2.5 m x 
H 3.50 m

- Weight : 15 T

- Geotechnical and geo-
logical exploration from 
medium to high depth

- Auger : 
150 m in Ø 100 mm
200 m in Ø 76 mm

- Rotary :  air or water 
150 m in Ø 116 mm

- Coring : 150 m in Ø 116 mm

- DTH :  100 m in Ø 5’’

- Coring option with 1000 
rpm

- Rubber and steel crawler 
available

- From 200 to 400 HP on 
8x6 truck

- Dim Transport : 
L 8.0 m x W 2.5 m x 
H 3.50 m

- Weight : 20 T

- Geotechnical and geo-
logical exploration from 
medium to high depth

- Environmental boring 
drilling

- Complete geotechnical rig

- Rotary : air or water 
 200-400 m in Ø 127 mm

- Coring :  300 m in Ø 116 mm

- DTH : 300-400 m in Ø 5’’

- Embedded compressor

- Flushing pump up to 50 bar

- Double rod clamp from 
Ø 220 mm to Ø 580 mm

- Winch up to 10 T
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* Rig options and ground geology to consider
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